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Legend:
gR: Powder Coated Supr-Green   eg: Electro-Galvanized   AL: Aluminum   Hg: Hot Dipped Galvanized   PL: Plain   SS: Stainless Steel   ZTC: Zinc Trivalent Chromium 
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pipe & conduit support

AS 004OD THRU AS 106P – ❑ Make selection in chart below.

❑ eg   ❑ ZTC   ❑ other ______

cusHion cLAMp AsseMBLY

material
Clamp: 1008-1010 Carbon Steel
Cushion: Dupont Hytel
Locknut: Nylon Insert
Service Temperature: -65°F to 275°F.

Std Pkg & Wt/100 pcs: See chart above.

Part no. o.d. Size A B C Std Pkg Wt/100 pcs

❑ AS 004OD 1⁄4" 0.25 0.62 0.98 25 10

❑ AS 006ODN 3⁄8" 0.37 0.82 1.13 25 11

❑ AS 008ODN 1⁄2" 0.50 0.94 1.34 25 13

❑ AS 009P (1⁄4" Pipe) 0.54 0.98 1.34 25 13

❑ AS 010ODN 5⁄8" 0.62 1.06 1.54 25 14

❑ AS 011P (3⁄8" Pipe) 0.67 1.13 1.54 25 14

❑ AS 012ODN 3⁄4" 0.75 1.20 1.68 25 14

❑ AS 014P (1⁄2" Pipe) 0.84 1.29 1.82 25 15

❑ AS 014ODN 7⁄8" 0.87 1.31 1.82 25 15

❑ AS 016OD 1" 1.00 1.44 1.95 25 17

❑ AS 017P (3⁄4" Pipe) 1.05 1.50 2.08 20 17

❑ AS 018ODN 11⁄8" 1.12 1.57 2.08 20 18

❑ AS 020OD 11⁄4" 1.25 1.70 2.21 20 18

❑ AS 021P (1" Pipe) 1.31 1.76 2.34 20 19

❑ AS 022ODN 13⁄8" 1.37 1.82 2.34 20 20

❑ AS 024OD 11⁄2" 1.50 1.95 2.47 20 33

❑ AS 026ODN 15⁄8" 1.62 2.07 2.60 20 35

❑ AS 027P (11⁄4" Pipe) 1.66 2.17 2.73 20 35

❑ AS 028OD 13⁄4" 1.75 2.20 2.73 20 37

❑ AS 030ODP (11⁄2" Pipe) 1.90 2.35 2.86 20 39

❑ AS 032OD 2" 2.00 2.45 3.04 10 41

❑ AS 034OD 21⁄8" 2.12 2.57 3.23 10 46

❑ AS 038ODP (2" Pipe) 2.37 2.82 3.67 10 47

❑ AS 040OD 21⁄2" 2.50 2.94 3.79 10 49

❑ AS 042OD 25⁄8" 2.62 3.07 3.92 5 51

❑ AS 046ODP (21⁄2" Pipe) 2.87 3.32 4.17 5 55

❑ AS 048OD 3" 3.00 3.57 4.42 5 57

❑ AS 050OD 31⁄8" 3.12 3.57 4.42 5 60

❑ AS 056ODP (3" Pipe) 3.50 3.95 4.79 5 55

❑ AS 058OD 35⁄8" 3.62 4.20 5.11 5 70

❑ AS 064ODP (31⁄2" Pipe) 4.00 4.45 5.42 5 88

❑ AS 066OD 41⁄8" 4.12 4.57 5.54 5 94

❑ AS 072ODP (4" Pipe) 4.50 4.95 5.92 5 110

❑ AS 082OD 51⁄8" 5.12 5.57 6.54 5 125

❑ AS 089P (5" Pipe) 5.56 6.01 6.92 5 130

❑ AS 098OD 61⁄8" 6.12 6.57 7.54 5 130

❑ AS 106P (6" Pipe) 6.62 7.07 8.23 5 140
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