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[Jas 3138 |[IEG
PARALLEL PIPE CLAMP

Wt/100 pcs: See chart above.

Pipe 0.D. |Wt./100 Pipe 0.D. |Wt./100
Size Size Pcs. Size Size Pcs.
¥s" 0.675 27 2" 2.375 47

" 0.840 29 21 2.875 66

2 1.050 30 3 3.500 78

1" 1.315 31 3 4.000 87
1" 1.660 38 4' 4.500 90
1" 1.900 40 ORDERING: Specify figure number and O.D. size.

_-A

RIGHT ANGLE PIPE OR CONDUIT CLAMP

- ~_ U-Boltand
\\"// Hex Nut
Size | A Diameter B W1/100 Pcs. | Std. Pkg.
%" %16" 16" 25 50
" 16" 1%16" 4 50
Y %16" 176" 42 50
1" %16" 116" 47 50
1Y %16" 2" 54 50
1" %16" 2% 57 50
2" " 2%" 85 50
PA% " 3% 106 50
3" " 4" 110 25
3" " 4%" 128 50
4 Y 51" 140 50

Std Pkg & Wt/100 pcs: See chart above.

[JAas 270

CONDUIT CLAMP

Conduit
Size

Diameter Std. Pkg. Wt./100 Pcs.
Y- 1" 50 6
Yy 50 8
1" 50 9
1" = 11" 25 19
2" 50 27

Std Pkg & Wt/100 pcs: See chart above.

Jas 1450 |[]EG
ONE-HOLE CLAMP FOR 0.D. TUBING

9
32

Dia.{
N

0.D. Size—

0.D. Size | Steel Ga. | Wt./100 Pcs. | Std. Pkg.
Yy 16 4 100
Y 16 5 100
23 16 6 100
%" 14 8 100
Yy 14 9 100
7" 14 10 50
1" 14 11 50

ORDERING: Specify figure number and pipe size.
Std Pkg & Wt/100 pcs: See chart above.

LEGEND:

GR: Powder Coated Supr-Green EG: Electro-Galvanized PG: Pre-Galvanized AL:Aluminum HG: Hot Dipped Galvanized PL: Plain SS: Stainless Steel ZTC: Zinc Trivalent Chromium
Stainless Steel (8S), Zinc Trivalent Chromium (ZTC) and Hot Dipped Galvanized (HG) are specialty finishes. Pricing is located in the Specialty Strut Section of the Anvil-Strut price book.
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