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DESCRIPTION
•  Sturdy wire mesh visor provides protection 

from debris and airborne particles
•  Steel mesh design provides air circulation for 

humid conditions
•  Can be worn with headgear units or hard hat 

mounting brackets

TECHNICAL DATA
VISOR
MATERIAL Painted steel wire screen, 

aluminum edge binding

DIMENSIONS 20.3cm x 39.3cm
8” x 15.5”

MESH SIZE 24 wires per inch

SAFETY STANDARDS
ANSI Z87.1-2015 Yes

PACKAGING
PACKAGING 10 per box, 40 per case

CASE SIZE 44cm x 34.5cm x 23.5cm
17.5” x 13.5” x 9.3”

CASE WEIGHT 22 lbs / 10 kg

SINGLE UNIT WEIGHT 5.1 oz / 145 g

COUNTRY OF ORIGIN Taiwan

ITEM NUMBERS & BARCODES
ITEM # MATERIAL EACH BOX CASE

251-01-7701 Steel Wire Mesh with Aluminum Binding 616314206831 01616314206831 02616314206830

MEETS ANSI 
Z87.1+

UPC BARCODES

STEEL WIRE MESH VISOR

FACE PROTECTION

OPTIMAL FACE PROTECTION FOR 
LANDSCAPING, BRUSH CLEARING AND 
TRIMMING

Headgear is not included.
Always wear approved eye protection in conjunction with face protection products.


