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Heavy Duty Filter, Regulator and Lubricator duo and trio assemblies provide valuable time savings when installed.  The
individual Heavy Duty components are available with all the standard options.  These units also come standard with a
gauge.

Heavy Duty Series Assemblies & Accessories

Heavy Duty Duos

WARNING: Although polycarbonate bowls are capable of
withstanding extreme physical abuse, they are susceptible to
damage and may possibly burst when subjected to some
cleaning products and synthetic oils, particularly phosphate
esters.  Should there be any questions regarding their
compatibility with your applications, consult the factory or use
a metal bowl.

Heavy Duty Trios

F E A T U R E S
s Compact assembly.
s Faster installation time.
s Gauge packaged uninstalled  

for installation on either side.
s Bowl guard supplied standard 

on 3/4" and 1" sizes.
s Filter, regulator and lubricator 

options available.

8800-14RB
1/2" Wall Mount

Bracket

8800-160
0 - 160 PSI 

Pressure Gauge
with 2" dial

Description Model

Filter - 
Automatic Drain Valves Internal 8851AD
Automatic Drain External - requires

4 1/2" clearance below bowl 8861
1/4" & 3/8" Metal Bowl w/ Sight Glass 8823-41M
1/2" Metal Bowl w/ Sight Glass 8824-41M
3/4" & 1" Metal Bowl w/ Sight Glass 8828-41M
1/4" & 3/8" Bowl Guard 8823-50
1/2" Bowl Guard 8824-50
3/4" & 1" Bowl Guard 8826-50

Regulator - 
1/4" & 3/8" Wall Mount Bracket 8800-12RB
1/2" Wall Mount Bracket 8800-14RB
3/4" & 1" Wall Mount Bracket 8800-16RB
1/4" & 3/8" Pipe Mount Bracket 8800-22PB
1/2" Pipe Mount Bracket 8800-24PB
3/4" Pipe Mount Bracket 8800-26PB
Pressure Gauge 0-60 PSI (2" dial) 8800-60
Pressure Gauge 0-160 PSI (2" dial) 8800-160
Pressure Gauge 0-300 PSI (2" dial) 8800-300

Lubricator - 
1/4" & 3/8" Metal Bowl w/ Sight Glass 8843-41M
1/2" Metal Bowl w/ Sight Glass 8844-41M
3/4" & 1" Metal Bowl w/ Sight Glass 8848-41M
1/4" & 3/8" Bowl Guard 8823-50
1/2" Bowl Guard 8824-50
3/4" & 1" Bowl Guard 8826-50
Quick Fill Plug 8844QFP

Description Model

Filter
1/4" & 3/8" Polycarbonate Bowl 8823-41L
1/2" Polycarbonate Bowl 8824-41L
3/4" & 1" Polycarbonate Bowl 8828-41L
Regulator
1/4" & 3/8" Repair Kit 8800-53
1/2" Repair Kit 8800-54
3/4" & 1" Repair Kit 8800-56
Lubricator
1/4" & 3/8" Polycarbonate Bowl 8843-41L
1/2" Polycarbonate Bowl 8844-41L
3/4" & 1" Polycarbonate Bowl 8848-41L

Accessory Information: Repair Kit Information:

Ordering Information:
Pipe 
Size Description Model

1/4" Filter-Regulator 8862AAG
3/8" Filter-Regulator 8863AAG
1/2" Filter-Regulator 8864AAG
3/4" Filter-Regulator 8866AAG
1" Filter-Regulator 8868AAG

Ordering Information:
Pipe 
Size Description Model

1/4" Filter-Regulator-Lubricator 8882AAG
3/8" Filter-Regulator-Lubricator 8883AAG
1/2" Filter-Regulator-Lubricator 8884AAG
3/4" Filter-Regulator-Lubricator 8886AAG
1" Filter-Regulator-Lubricator 8888AAG

8800-24PB
1/2" Pipe Mont

Bracket 




