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Toolboxes & Specialty Kits

LOCTITE® O-Ring  
Making Kit

Makes replacement, high 
performance O-rings in 
less than a minute. This 
compact kit contains four 
3-foot lengths of common 
diameters of Buna N 
(nitrile) cord, LOCTITE® 
404® Quick Set™ Instant 
Adhesive, O-ring fixture, 
blade, a waterproofing 
solution, and a cleanup 
solution. Cut and splice 
tool and standard size cord 
stock are available.

P/N Package Size
00112 See chart for kit 
 contents - Standard

LOCTITE® Form-A-
Thread® Stripped Thread  
Repair Kit

Permanently repairs 
stripped threads and 
fasteners in five minutes 
(up to SAE Grade 5 English 
and 8.8 metric). Allows up 
to 1,538 in.-lb. torque (on 
1 in. bolt) and 300˚F (149˚C) 
Resists most shop fluids.

P/N Package Size
28654 12.9 ml kit

LOCTITE® Pipe Repair Kit

Urethane-impregnated 
fiberglass tape, activated 
by water, for reliable, 
temporary repairs of metal, 
plastic and composite 
pipes. Includes LOCTITE® 
Fixmaster® Metal Magic 
Steel™ epoxy stick, 
urethane-impregnated 
fiberglass tape and gloves. 
Cures in 30 minutes.

P/N Package Size
96321 2 in. x 6 ft. tape
96322 4 in. x 12 ft. tape

Product Description

EMERGENCY REPAIR

Replace or 
Repair  

O-Ring Seals

Repair Stripped 
Threads

Stop Pipe  
Leaks

Insulation and 
Sealing Tool Kits

O-Ring  
Making Kit

Form-A-Thread® 
Stripped Thread 

Repair Kit
Pipe Repair Kit Insulating & 

Sealing Wrap
Quick Service 

Tool Kit Toolbox
Solution

Your Application

LOCTITE® Insulating & 
Sealing Wrap

Non-sticky, self-fusing, 
multipurpose wrap. 
Insulates electrical, 
seals leaks, improves 
grip. Hundreds of uses: 
industrial, automotive and 
marine.

P/N Package Size
1212164 1 in. x 10 ft. Red
1540599  1 in. x 10 ft. Black
1496756 2 in. x 36 ft. Black

STRAIGHT FROM The Source

Henkel Adhesive and Sealant Product Specialists are 
available to assist you with new product designs, or 
to help you re-engineer an existing application for 
improved performance and cost savings. They can also 
set up testing of your parts at the Henkel Customer 
Engineering Center. For application assistance, call 
1-800-LOCTITE (562-8483); within Canada, call  
1-800-263-5043; or, contact us through the web at  
www.henkelna.com/loctite.
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LOCTITE® Toolboxes & Specialty Kit Ordering Chart

LOCTITE® 
PRODUCT

ITEM 
NUMBER KIT CONTENTS & CONTAINER

MAXIMUM 
TEMPERATURE 
RESISTANCE

AGENCY 
APPROVALS

SP
EC

IA
LT

Y 
RE

PA
IR

FORM-A-THREAD® 
STRIPPED THREAD 
REPAIR KIT

28654 12.9 ml kit 300°F (149ºC) CFIA Listed

LOCTITE® O-RING  
MAKING KIT 

Standard:
00112
 
 
 
 
 
 
 

1 oz. waterproofing solution, item number 74126
1 oz. cleanup solvent, item number 75326
1/3 oz. 404® Quick Set™ instant adhesive, item  
    number 46551
Fixture and cutting blade
[STANDARD] Cord: 3/32 in., 1/8 in., 3/16 in., 1/4 in.
    98613   Precision O-Ring Cut & Splice Tool
    8900591 O-Ring Stock, Buna N, 1/4 in. x 3 ft.
    8900589 O-Ring Stock, Buna N, 1/8 in. x 3 ft.
    8900588 O-Ring Stock, Buna N, 3/32 in. x 3 ft.
    8900590 O-Ring Stock, Buna N, 3/16 in. x 3 ft.

N/A CFIA Listed

PIPE REPAIR KIT 96321
96322

2 in. x 6 ft. tape 
4 in. x 12 ft. tape

250°F (121ºC) CFIA Listed
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LOCTITE®

QUICK SERVICE 
TOOLKIT

00101 243™ Threadlocker, Medium Strength, 10 ml
263™ Threadlocker, Primerless High Strength, 10 ml
7088™ Primer, 17 g
454™ Instant Adhesive Gel, 3 g
660™ Retaining Compound, 6 ml
565™ Thread Sealant, 50 ml
587™ Blue RTV Silicone Gasket Maker, 70 ml
518™ Flange Sealant, 50 ml
QuickTape® Threadlocker Tape, 260 in. roll

N/A N/A

LOCTITE® TOOLBOX 38956 220™ Threadlocker, Low Strength/Wicking, 10 ml
222™ Threadlocker, Low Strength/Small Screw, 10 ml 
243™ Threadlocker, Medium Strength, 10 ml
248™ Threadlocker, Medium Strength, 9 g
268™ Threadlocker, High Strength, 9 g
263™ Threadlocker, Primerless High Strength, 10 ml
404® Quick Set™ Instant Adhesive, 1/3 oz. 
518™ Flange Sealant, 50 ml
545™ Thread Sealant, Hydraulic/Pneumatic, 10 ml
561™ Pipe Sealant, 19 g
565™ Thread Sealant, 50 ml
587™ Blue, High Performance RTV Silicone, 70 ml
641™ Retaining Compound, Low Strength, 10 ml
660™ Retaining Compound, 50 ml

N/A N/A

C5-A® Copper Anti-Seize, 20 g stick N/A CFIA Listed

7088™ Primer, 17 g
QuickTape® Threadlocker Tape, 260 in. roll
QuickTite® Instant Adhesive Gel, 0.14 oz. net wt. bottle

N/A N/A

LOCTITE® 
INSULATING & 
SEALING WRAP

1212164 1 in. x 10 ft. Red 500°F (260°C) N/A

1540599 1 in. x 10 ft. Black

1496756 2 in. x 36 ft. Black

EMERGENCY REPAIR

Replace or 
Repair  

O-Ring Seals

Repair Stripped 
Threads

Stop Pipe  
Leaks

Insulation and 
Sealing Tool Kits

O-Ring  
Making Kit

Form-A-Thread® 
Stripped Thread 

Repair Kit
Pipe Repair Kit Insulating & 

Sealing Wrap
Quick Service 

Tool Kit Toolbox

LOCTITE® Quick Service 
Tool Kit

The “original” LOCTITE® 
kit containing eight of the 
most common LOCTITE® 
products.

P/N Package Size
00101 See chart for kit 
 contents

LOCTITE® Toolbox

Containing 18 of the 
latest and best LOCTITE® 
technologies to solve the 
most common mechanical 
failures, this kit has 
everything a professional 
needs to increase reliability 
at the base component 
level.

P/N Package Size
38956 See chart for kit 
 contents

ITEMS IN RED = Source’s PICK or NEW


