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FALCON™ 2-PIECE 48” TREATED 
RAINCOAT
• Made with .35mm thick treated pvc and polyester fabric 
• Self material collar for easy cleaning 
• Not designed for use in an ARC flash or flash fire application 
• Limited flammability - Tested in accordance with ASTM D6413 
• Cape Vented Back 
• Underarm Vent 
• Silicone free

APPLICATIONS
• Rainy work conditions 
• Construction 
• High municipalities 
• Shipyards 
• Agricultural chemical spraying 
• Industrial plant maintenance

CARE INSTRUCTIONS
Wipe clean with damp cloth. Do not dry clean, machine wash or iron. 
Line dry away from heat.

TECHNICAL DATA
MATERIAL PVC/Polyester, Corduroy

CONSTRUCTION 0.35mm PVC on polyester

COLOR  Yellow

SIZES S - 5XL

PACKAGING 1 set per polybag; 10 per case

CASE DIMENSIONS 10.2” x 12.2” x 11.4” / 26cm x 31cm x 29cm

CASE WEIGHT 24.3lbs / 11kg

COO China

BARCODES
ITEM BAG BOX CASE

 205-300FR/S 01616314115997 --- 02616314115997

 205-300FR/M 01616314116000 --- 02616314116000

 205-300FR/L 01616314116017 --- 02616314116017

 205-300FR/XL 01616314116024 --- 02616314116024

 205-300FR/2XL 01616314116031 --- 02616314116031

 205-300FR/3XL 01616314116048 --- 02616314116048

 205-300FR/4XL 01616314116055 --- 02616314116055

 205-300FR/5XL 01616314116062 --- 02616314116062

B

DIMENSIONS (in/cm)

S M L XL XXL 3XL 4XL 5XL

A 50 / 127 52 / 132 54 / 137.2 56 / 142.2 59 / 149.9 62 / 157.5 64 / 162.6 66 / 167.6

B 30 / 76.2 31 / 78.7 32 / 81.3 33 / 83.8 34 / 86.4 35 / 88.9 36 /91.4 37 / 84

C 16.5 / 41.9 18 / 45.7 18.5 / 47 18.5 / 47 18.5 / 47 19 / 48.3 21 / 53.3 21 / 53.3
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